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Dimensions 

Weight 

 XB-14 

Unpacked 7.5kg (16.5lb)  

Packed 11.5kg   (25.3lb) 
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A rack mounting kit is available for XB-14. The part number is:  ZED1402-RK19 
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The plastic side trims are 
12.5mm each so width with 
trims removed = 360mm. 

OO 10

-30

-20

-5

0

5

-10

ST2

OO 10

-30

-20

-5

0

5

-10

OO 10

-30

-20

-5

0

5

-10
USB
RTN

-30

-20

-5

5

0

OO

-10

10

-15 +15

12kHz
HF

-15 +15

80Hz
LF

L

+16

-6
-9

-20
-30

-16
-12

-3
0VU

+3
+6
+9

R

PFL ACTIVE

MIN MAX

PHONES

AUX

MIX B

EXT

CRM
SPEAKERS

1/2

ST5

USB

AUX+MONO

SEND

RETURN

-30

-20

-5

5

0

OO

-10

10

-15 +15

12kHz
HF

-15 +15

80Hz
LF

ST3

-30

-20

-5

5

0

OO

-10

10

-15 +15

12kHz
HF

-15 +15

80Hz
LF

ST1

OO +6

AUX

PRE

L R

PAN
=

SIGNAL

PFL

-30

-20

-5

5

0

OO

-10

10

IN

-15 +15

12kHz
HF

-15 +15

80Hz
LF

ST7

ST3

L/M

R

ST5

L/M

R

L/M

R

L

R

48V

INSERT  R

MAIN

ST2

L

R

ST4

L

R

REC OUT

L

R

CRM SPEAKERS

L

R

INSERT

M4
INSERT

M3

100Hz

12kHz

-15 +15

HF

-15

MF

+15

100Hz

12kHz

-15 +15

HF

-15

MF

+15

M1 M2 M3 M4 ST1 ST2 ST3 ST4 PGM

PHANTOM POWER

AL
LE
N

H
EA
TH

LINE LINE

MIC MIC

ST7ST1

L/M

R

AUX

INSERT  L

-6-10 63 26

GAIN

MIC
0

LINE

100
10 20 30

40

50

-6-10 63 26

GAIN

MIC
0

LINE

100
10 20 30

40

50

-15 +15

80Hz
LF

-15 +15

80Hz
LF

120Hz 4k

200
2k

650
500 1k

3k

120Hz 4k

200
2k

650
500 1k

3k

+16

-6
-9

-20
-30

-16
-12

-3
0VU

+3
+6
+9

T2

PEAK

T1

CUT SPKS

DIM SPKS

TO MICS

L R

PAN
=

SIGNAL

PFL

PEAK

L R

PAN
=

SIGNAL

PFL

PEAK

L R

PAN
=

SIGNAL

PFL

PEAK

L R

PAN
=

SIGNAL

PFL

PEAK

L R

PAN
=

SIGNAL

PFL

PEAK

L R

BAL
=

SIGNAL

PFL

PEAK

SIGNAL

PFL

PEAK

L R

BAL
=

SIGNAL

PFL

PEAK

L R

BAL
=

SIGNAL

PFL

PEAK

PFL ENABLE
TO GUEST

INSERT

M2
INSERT

M1

LINE LINE

MIC MIC

100Hz

12kHz

-15 +15

HF

-15

MF

+15

12kHz

-15 +15

HF

-15

MF

+15

-6-10 63 26

GAIN

MIC
0

LINE

100
10 20 30

40

50

-6-10 63 26

GAIN

MIC
0

LINE

100
10 20 30

40

50

-15 +15

80Hz
LF

-15 +15

80Hz
LF

120Hz 4k

200
2k

650
500 1k

3k

120Hz 4k

200

650
500 1k

3k

100Hz

12kHz

-15 +15

HF

-15 +15

80Hz
LF

CLF OUT

TELCO 1

TEL IN

CLF OUT

TELCO 2

TEL IN

100Hz

12kHz

-15 +15

HF

-15 +15

80Hz
LF

TALKTALK

OO +6

PRE

OO +6

PRE

OO +6

PRE

OO +6

PRE

OO +6

PRE

OO +6

PRE

OO +6

PRE

OO +6

PRE

OO +6

PRE

CLF SCE

3/4 5/USB

GUEST PHONES 1 GUEST PHONES 2 CRM PHONES

EXT MON IN

L

R

ST1

ST2

ST4

ST3

ST6 (USB)

ST5

0

5

10

15

20

30

40

50

OO

MIN MAX

CRM

TALK
TO GUEST

L R

BAL
=

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

PGM
FDR

MIX B
BUS BUS BUS BUS BUS BUS BUS BUS BUS BUS

MIX B

POWER

MIX B OUT

L

R

ST6ST4

MIN MAX

LEVEL
MIX B

PGM MIX
FADER

AUX AUX AUX AUX AUX AUX AUX AUX AUX

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

0

5

10

15

20

30

40

50

OO

USB SOURCE SELECT

CRM+PHONES
SELECTION

MIX B MIX B MIX B MIX B MIX B MIX B MIX B MIX B MIX B

PGM MIX

USB

PHONES

MIN MAX

GUEST

GUEST PHONES
SELECTION

PGM

AUX

CLF SCE
PGM

AUX

MIC FADER UP
=CUT SPKS

+START/CUE +START/CUE +START/CUE +START/CUE

REM MUTE REM MUTE REM MUTE REM MUTE

MONO

OUT

100Hz

IN

MON

OUT

&

-1O 26

-5

5
10

20

0

-1O 26

-5

5
10

20

0GAIN GAIN
M1 M2 M3 M4 T1 T2

PGM


